
G.L.M. TWIN 
SHAFT MIXERS

Twin shaft mixer with paddles for fast mixing time and high homogeneity



        Technical features

STANDARD EQUIPMENT
Our GLM twin shaft mixer is equipped with an automatic 
lubricating system and an emergency door with manual opening.
ANTI-WEAR LINERS
In its standard version, GLM is composed of:
• 30 mm Ni-Hard CH3 cast iron paddles;
• Hardox 400 side walls;
• Bottom liners in Ni-Hard 22 mm cast iron.
HIGH DURABLE ANTI-WEAR LINERS 
Also available upon customer request.

Key points
	n Mixing: The special configuration of the paddles allows the 

GLM twin shaft mixer to have a fast mixing time and highly 
homogeneous.

	n Homogeneity: Thanks to the three-dimensional movement, 
they’re adapted to all possible dosing recipes, ensuring the 
highest level of homogenity of the mixing to the discharge in a 
period of time comparable or even less than mixers based on 
different technologies.

	n Low Cost Maintenance: The maintenance low cost is ensured 
thanks to the innovative design and high quality materials, 
optimized for the lifetime. This ensures an effective and reliable 
management, reducing at least the maintenance and associated 
costs.

GLM 1500/1000 1725/1150 2000/1330 2500/1670 3000/2000 3750/2500  4500/3000  6000/4000 6750/4500

Compacted concrete lt 1000 1150 1330 1670 2000 2500 3000 4000 4500

Fresh concrete lt 1200 1350 1600 2000 2500 3000 3600 4800 5400

Hourly production m3/h 40 45 60 70 80 100 120 140 160

Mixer kW 2x22 2x22 2x30 2x30 2x37 2x45 2x55 2x75 2x90

Mixer paddles 8 8 8 8 14 16 16 20 26
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